SIEMENS

Foglio dati 3RW5900-0CC00

cavo di cavo di collegamento COM 0,3 m per 3RW50

Figura simile

marca del prodotto SIRIUS

categoria del prodotto Cavi di collegamento
denominazione del prodotto Cavo di collegamento COM
esecuzione del prodotto 0,3 m, tondo

n. di articolo del produttore

o del softstarter 3RW50
Direttiva RoHS (data) 09/23/2019
Condizioni ambientali
temperatura ambiente durante I'immagazzinaggio e il trasporto -40 ... +80 °C
grado di protezione IP lato frontale secondo IEC 60529 1P20
protezione contro i contatti accidentali lato frontale sicuro a prova di dito per contatto verticale dal davanti
secondo IEC 60529
Certificati/ Approvazioni
General Product Approval For use il’.l hazard- Declgration of Con-
ous locations formity

Confirmation Explosion Protection
SP @ Certificate
= ™ CA

Declaration of Con-

formity Test Certificates Marine / Shipping
Type Test Certific- _— g
c € ates/Test Report @ £ Y
. 'Kam jl
EG-Konf, ABS 153 PRS FwaLEm
other
Confirmation

Ulteriori informazioni

Siemens ha deciso di uscire dal mercato russo (vedere qui).
https://press.siemens.com/global/en/pressrelease/siemens-wind-down-russian-business
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_27314
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=441&ci=484&cao=631
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=441&ci=484&cao=631
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=444&ci=5596&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=446&ci=4644&cao=4645
https://support.industry.siemens.com/cs/WW/it/ps/3RW5900-0CC00/Certificate?ct=447&ci=454&cao=553
https://press.siemens.com/global/en/pressrelease/siemens-wind-down-russian-business

Siemens sta lavorando al rinnovo degli attuali certificati EAC.

Se si intende importare o fornire questi prodotti a un mercato EAC (eccetto Russia o Bielorussia) si prega di contattare I'ufficio Siemens locale per
richiedere informazioni sulla validita della certificazione EAC.

Informazioni sull'imballaggio

https://support.industry.siemens.com/cs/ww/it/view/109813875

Information- and Downloadcenter (Cataloghi, Opuscoli,...)

https://www.siemens.com/ic10

Industry Mall (sistema di ordinazione Online)
https://mall.industry.siemens.com/mall/it/it/Catalog/product?mlifb=3RW5900-0CC00

Generatore CAXx online
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mifb=3RW5900-0CC00

Service&Support (Manuali, Certificati, Caratteristiche, FAQ, ...)
https://support.industry.siemens.com/cs/ww/it/ps/3RW5900-0CC00

Banca dati immagini (foto prodotto, disegni dimensionali 2D, modelli 3D, schemi delle connessioni, macro EPLAN...)
http://www.automation.siemens.com/bilddb/cax_de.aspx?mifb=3RW5900-0CC00&lang=en

Caratteristica: Comportamento di sgancio, I?t, Corrente di interruzione limitata
https://support.industry.siemens.com/cs/ww/en/ps/3RW5900-0CC00/char

Curve carattenstlche AIt|tud|ne di mstallazmne

S|mu|at|on Tool for Soft Starters (STS)
https://support.industry.siemens.com/cs/ww/en/view/101494917
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https://support.industry.siemens.com/cs/ww/it/view/109813875
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/it/it/Catalog/product?mlfb=3RW5900-0CC00
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RW5900-0CC00
https://support.industry.siemens.com/cs/ww/it/ps/3RW5900-0CC00
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RW5900-0CC00&lang=en
https://support.industry.siemens.com/cs/ww/en/ps/3RW5900-0CC00/char
http://www.automation.siemens.com/bilddb/index.aspx?view=Search&mlfb=3RW5900-0CC00&objecttype=14&gridview=view1
https://support.industry.siemens.com/cs/ww/en/view/101494917
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=3RW59000CC00&lang=it,XX
https://support.industry.siemens.com/cs/ww/it/pv/3RW59000CC00
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