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A RICHIESTA POSSONO ESSERE PRODOTTI PALI CON LUNGHEZZE E DIAMETRI DIVERSI DA QUELLI INDICATI

articolo  L l s D d vern. portella peso conf.
  mm mm mm mm mm m2 articolo kg  pz

L4403/89 4.000 500 3,2 89 60 1,01 4300/1 25,0 1

L4453/89 4.500 500 3,2 89 60 1,10 4300/1 35,0 1

L4503/89 5.000 500 3,2 89 60 1,27 4300/1 39,0 1

L4603/89 6.000 500 3,2 89 60 1,52 4300/1 42,0 1

L4603/102 6.000 500 3,2 102 60 1,67 4300/1 46,0 1

L4603/114 6.000 500 3,4 114 60 1,83 4300/1 51,0 1

L4700/114 7.000 800 3,4 114 60 2,13 4301/2 60,0 1

L4700/127 7.000 800 3,6 127 60 2,34 4301/2 69,0 1

L4700/139 7.000 800 3,8 139,7 60 2,61 4301/2 79,0 1

L4800/114 8.000 800 3,4 114 60 2,44 4301/2 67,0 1

L4800/127 8.000 800 3,6 127 60 2,68 4301/2 78,0 1

L4800/139 8.000 800 3,8 139 60 3,00 4301/2 92,0 1

L4800/152 8.000 800 4,0 152 60 3,16 4301/2 106,0 1

L4800/168 8.000 800 4,0 168 60 3,51 4301/2 118,0 1

L4900/114 9.000 800 3,4 114 60 2,74 4301/2 77,0 1

L4900/127 9.000 800 3,6 127 60 3,01 4301/2 88,0 1

L4900/139 9.000 800 3,8 139 60 3,36 4301/2 104,0 1

L4900/152 9.000 800 4,0 152 60 3,56 4301/2 119,0 1

L4900/168 9.000 800 4,0 168 60 3,95 4301/2 133,0 1

L4900/193 9.000 800 4,0 193 60 4,30 4301/3 161,0 1

L41000/127 10.000 800 3,6 127 60 3,35 4301/2 97,0 1

L41000/139 10.000 800 3,8 139 60 3,73 4301/2 115,0 1

L41000/152 10.000 800 4,0 152 60 4,06 4301/2 132,0 1

L41000/168 10.000 800 4,0 168 60 4,39 4301/2 148,0 1

L41000/193 10.000 800 4,0 193 60 4,70 4301/3 177,0 1

L41100/139 11.000 800 3,8 139 60 4,11 4301/2 127,0 1

L41100/152 11.000 800 4,0 152 60 4,35 4301/2 145,0 1

L41100/168 11.000 800 4,0 168 60 4,83 4301/2 163,0 1

L41100/193 11.000 800 4,0 193 60 5,13 4301/3 195,0 1

L41200/152 12.000 800 4,0 152 60 4,74 4301/2 160,0 1

L41200/168 12.000 800 4,0 168 60 5,27 4301/2 178,0 1

L41200/193 12.000 800 4,0 193 60 5,80 4301/3 211,0 1

PALO RASTREMATO LAMINATO A CALDO IN HSP
in acciaio zincato a caldo, lavorazioni standard alla base (pag. 7)
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