
Foglio dati 5SE2310
NEOZED FUSE LINK 400V GL, SIZE D01, 10A IN
FOLDING BOX WITH TIN-PLATED CONTACT-CAPS

Versione
Marca del prodotto SENTRON
Variante di prodotto Confezione 10x
Esecuzione della cartuccia fusibile Cartuccia fusibile Neozed

Dati tecnici generali
Grandezza costruttiva del sistema di fusibili /
secondo EN 60269-1

D01

Classe di impiego della cartuccia fusibile gG
interruttore di potenza / [nicht versorgt - Grundtyp] 5SE2
Tensione di alimentazione

● con AC / valore nominale V 400

Classe di protezione
Grado di protezione IP IP20, con conduttori collegati

Capacità di commutazione
Potere di interruzione corrente / secondo IEC 60947-
2 / valore nominale

kA 50

Dissipazione
Potenza dissipata [W]
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● con valore nominale di corrente / con AC / in
stato di funzionamento caldo / per ogni polo

W 1

● max. W 1

Elettricità
corrente nominale In / [nicht versorgt - IEC, DIN/VDE]
/ [nicht versorgt - bei 40 Cel]

A 9,5

Corrente / con AC / valore nominale A 10

Aspetto
Identificazione cromatica della cartuccia fusibile rosso

Progettazione meccanica
Posizione di incasso qualsiasi, preferibilmente verticale
Peso netto g 6

Condizioni ambientali
Temperatura ambiente

● min. °C -5

● max. °C 40

Categoria ambientale fino a 45 °C co...ità relativa

General Product Approval Declaration of
Conformity

Test Certificates

spezielle
Prüfbescheinigunge

n

Typprüfbescheinigu
ng/Werkszeugnis

Test
Certificates

other

sonstig Umweltbestätigung

Ulteriori informazioni
Information- and Downloadcenter (Cataloghi, Opuscoli,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (sistema di ordinazione Online)
https://eb.automation.siemens.com/mall/en/WW/Catalog/Product/5SE2310

Service&Support (Manuali, Certificati, Caratteristiche, FAQ, …)
http://support.automation.siemens.com/WW/view/it/5SE2310/all

Banca dati immagini (foto prodotto, disegni dimensionali 2D, modelli 3D, schemi delle connessioni, …)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SE2310

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://ausschreibungstexte.siemens.com/tiplv
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https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=439&ci=487&cao=572
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=439&ci=500&cao=587
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=439&ci=3020&cao=591
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=445&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/5SE2310/Certificate?ct=447&ci=498&cao=553
http://www.siemens.com/lowvoltage/catalogs
https://eb.automation.siemens.com/mall/en/WW/Catalog/Product/5SE2310
http://support.automation.siemens.com/WW/view/it/5SE2310/all
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SE2310
http://www.siemens.com/cax
http://ausschreibungstexte.siemens.com/tiplv
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