
Foglio dati 6ES7421-7DH00-0AB0

SIMATIC S7-400, unità di ingressi digitali SM 421, con separazione di potenziale 
16 DI; UC 24 ... 60V, allarme, diagnostica

Corrente d'ingresso

dal bus backplane DC 5 V, max. 150 mA
Potenza dissipata

Potenza dissipata, tip. 8 W; 3,5 W (DC 24 V); 6,5 W (DC 48 V); 8,0 W (DC 60 V)
Ingressi digitali

Numero di ingressi 16
Numero di ingressi gestibili contemporaneamente

● Numero di ingressi gestibili contemporaneamente 16
Tensione d'ingresso

● Tipo di tensione d'ingresso AC/DC
● Valore nominale (UC) 24 V; UC 24 V ... UC 60 V (47 ... 63 Hz)
● per segnale "0" DC -6 ... +6 V; AC 0 ... 5 V
● per segnale "1" DC 15 ... 72 V; DC -15 ... -72 V; AC 15 ... 60 V

Corrente d'ingresso
● per segnale "1", tip. 4 mA; 4 ... 10 mA

Ritardo sull'ingresso (con valore nominale della tensione d'ingresso)
per ingressi standard

— parametrizzabile Sì
— Valore nominale 0,5 ms; 0,5 / 3 / 10 / 20 ms

Circuitazione per trasduttore
● Circuitazione resistiva per sorveglianza rottura 
conduttore, min.

18 kΩ; 18 kOhm: tensione nominale 24 V (15 ... 35 V); 39 kOhm: tensione 
nominale 48 V (30 ... 60 V)

● Circuitazione resistiva per sorveglianza rottura 
conduttore, max.

56 kΩ; tensione nominale 60 V (50 ... 72 V)

Lunghezza cavo
● con schermatura, max. 1 000 m
● senza schermatura, max. 600 m; 600 m: 3, 10, 20 ms; 100 m: 0,5 ms

Trasduttori

Trasduttori collegabili
● Sensore a 2 fili Sì

— Corrente di riposo consentita (sensore a 2 fili), max. 0,5 mA; 0,5 ... 2 mA
Allarmi/diagnostica/informazioni di stato

Funzione di diagnostica Sì; parametrizzabile
Allarmi

● Allarme diagnostico Sì; parametrizzabile
● Allarme di processo Sì; parametrizzabile

Diagnostica
● Informazione diagnostica leggibile Sì; possibile
● Rottura conduttore Sì; I> 0,7 mA

LED di visualizzazione diagnostica
● Visualizzazione di stato ingresso digitale (verde) Sì
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● Visualizzazione di errore di canale F (rosso) No
Separazione di potenziale

Separazione di potenziale degli ingressi digitali
● tra i singoli canali Sì
● tra i canali, in gruppi di 1
● tra i canali e il bus backplane Sì

Isolamento

Isolamento testato con AC 1 500 V
Dimensioni

Larghezza 25 mm
Altezza 290 mm
Profondità 210 mm

Pesi

Peso, ca. 600 g
Classificazioni

Versione Classificazione

eClass 14 27-24-22-04

eClass 12 27-24-22-04

eClass 9.1 27-24-22-04

eClass 9 27-24-22-04

eClass 8 27-24-22-04

eClass 7.1 27-24-22-04

eClass 6 27-24-22-04

ETIM 10 EC001419

ETIM 9 EC001419

ETIM 8 EC001419

ETIM 7 EC001419

IDEA 4 3566

UNSPSC 15 32-15-17-05

Approvazioni / Certificati

General Product Approval

Miscellaneous China RoHS KC

General Product Ap-
proval EMV For use in hazardous locations

FM

For use in hazardous locations Maritime application

Type Examination Cer-
tificate

Maritime application
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https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=439&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=439&ci=5596&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=439&ci=5718&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=439&ci=508&cao=591
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=439&ci=4242&cao=610
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=440&ci=4242&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=440&ci=4242&cao=610
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=475&cao=554
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=465&cao=554
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=470&cao=556
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=458&cao=569
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=475&cao=4904
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=452&cao=4904
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=452&cao=4904
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=441&ci=465&cao=4904
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=455&cao=543


NK / Nippon Kaiji Ky-
okai

Maritime application

CCS (China Classifica-
tion Society)

Ultima modifica: 07/06/2025
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https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=464&cao=552
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=485&cao=570
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=485&cao=570
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=491&cao=577
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=531&cao=645
https://support.industry.siemens.com/cs/WW/it/ps/6ES7421-7DH00-0AB0/Certificate?ct=446&ci=531&cao=645
https://support.industry.siemens.com/cs/ww/it/pv/6ES74217DH000AB0

