SIEMENS

Foglio dati 3SU1950-0GA80-0AA0

Collegamento USB, 22 mm, metallo lucido, argento

Marca del prodotto SIRIUS ACT
Denominazione del prodotto Connessione USB
Esecuzione del prodotto USB 3.0
Designazione del tipo di prodotto 3SuU1

Serie di prodotti Metallo, lucido, 22 mm

Attuatore
Diametro esterno dell'elemento di azionamento 29,45 mm

Dati tecnici generali
Grado di protezione IP IP65

Condizioni ambientali
Temperatura ambiente

® durante I'esercizio -25...+70 °C

® durante l'immagazzinaggio -40 ... +80 °C

Montaggio/ Fissaggio/ Dimensioni

Forma della finestra d'incasso circolare
Diametro di incasso 22,3 mm
Altezza di incasso 11,7 mm
Larghezza di incasso 29,45 mm
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Profondita di incasso 28,35 mm

Accessori
Materiale degli accessori Metallo
Colore degli accessori Argento
Certificati/ Approvazioni
General Product Approval Declaration of Conformity
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Ulteriori informazioni

Information- and Downloadcenter (Cataloghi, Opuscoli,...)
https://www.siemens.com/ic10

Industry Mall (sistema di ordinazione Online)
https://mall.industry.siemens.com/mall/it/it/Catalog/product?mlfb=3SU1950-0GA80-0AAQ

Generatore CAx online
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3SU1950-0GA80-0AA0

Service&Support (Manuali, Certificati, Caratteristiche, FAQ, ...)
https://support.industry.siemens.com/cs/wwi/it/ps/3SU1950-0GA80-0AA0

Banca dati immagini (foto prodotto, disegni dimensionali 2D, modelli 3D, schemi delle connessioni, macro EPLAN...)
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3SU1950-0GA80-0AA0&lang=en
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https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=439&ci=499&cao=586
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=439&ci=3020&cao=3021
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=444&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=446&ci=491&cao=577
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=446&ci=4644&cao=4645
https://support.industry.siemens.com/cs/WW/it/ps/3SU1950-0GA80-0AA0/Certificate?ct=447&ci=454&cao=553
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/it/it/Catalog/product?mlfb=3SU1950-0GA80-0AA0
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3SU1950-0GA80-0AA0
https://support.industry.siemens.com/cs/ww/it/ps/3SU1950-0GA80-0AA0
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3SU1950-0GA80-0AA0&lang=en

& 295

1
V

40

|
]

!
I

@

89

4.2

|

Ultima modifica:

12/02/2020 &

3SU1950-0GA80-0AA0
Pagina 3/3

Con riserva di modifiche
18/02/2020 © Copyright Siemens


https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_IC03_XX_21829

	Show online product information: 


